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    Product Code:     34184



  
        Manufacturer:
        Ximea
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        Ximea lead the way by introducing the smallest USB3.0 Camera on the market. This 4.2MP Mono camera with USB3.0 Interface utilising the CMOS CMV4000 1” sensor, with over 90 fps at full resolution. 
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                        Description                    
                

                
                    

        Available in both mono and colour formats (MQ042MG-CM/MQ042CG-CM respectively). In the colour model the format is Bayer RGB mosaic. In mono at full resolution formats are Mono 10 achieving 45 fps whilst in Mono 8, 90 fps is attainable. ROI movable in the y direction (vertical).

A sleek aluminium casing with a length, height and width of 26x26x24mm and weighing just 32g, Ximea have produced a real gem. Available in CS Mount version without lens and mounting bracket.

Available for evaluation periods of up to 2 weeks. Please contact our Sales Team for more details.

When ORDERING ONLINE please see ensure you have all the accessories to get started; USB3.0 Cable, Mounting Bracket and PCI Express Board.  
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        Additional Information

        Specification	Model	Monochrome
	Resolution	2048 x 2048
	Frame Rate	90 fps
	Sensor size	1"
	Sensor type	CMOS
	Shutter	Global
	Sensor	CMV4000
	Pixel Size	5.5 x 5.5
	Interface	USB 3.0
	Mount	C
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				High Speed Imaging for Sports Analysis
				
High speed image capture in sports is used to analysize performance in greater detail to improve techniquique and movement. To do this effectively you need a camera system to give you good footage. The streamview LR system offers an afforable solution which is portable, fast, has superb image quality and good sensitivity.
In order to capture footage that is useful three main aspect needs to be considered.
	Lighting – Is there surfficent light around the object being recorded?
	Resolution – The higher resolution you use the more storage space is required
	Speed – What speed is necessary?

Consumer video cameras typically have image resolutions of 640x480 (VGA) and record images 10-60 frames per second. Many sports analysis systems use a standard camcorder (30fps) or offer a maximum of 60fps. The Streamview LR system gives you 200fps. The difference can be seen clearly as illustrated:

Golf swing taken with a standard camcorder @30fps

Golf swing taken with the StreamView LR @ 200fps
The StreamView LR generates files the same format as those generated by conventional video recorders. The most common audio/visual format is the Audio Visual Interleave (or AVI) format defined by Microsoft. An AVI file created by a high-speed camera should playback just as one created by a conventional video recorder. Most high speed cameras do not record audio because of the audio sampling problems arising from the variable frame-rates used during recording.
[image: MV APP2 1]
The StreamView LR is a portable battery-powered camera designed for quick and easy set-up in the field that captures 640x480 (VGA) images at 200fps. The minimum shutter speed is 1/100,000 or 10-microsecond – fast enough for any sporting event.


		4hr Battery Life
	Use Handheld or on Tripod
	Camera can be 300’ from PC
	Optional LCD Viewfinder
	Streams Video directly to Laptop RAM
	Auto-saves for repeat recording sessions
	Intuitive, easy-to-use record & playback

	[image: MV APP2 2]
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                                    7.4 x 7.4 	 
                                    USB 3.0 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 2.2 MP Colour Board Level Camera MQ022CG-CM-BRD]	Ximea 2.2 MP Colour Board Level Camera MQ022CG-CM-BRD	 
                                    Colour 	 
                                    2048 x 1088 	 
                                    - 	 
                                    180 fps 	 
                                    2/3" 	 
                                    CMOS 	 
                                    Global 	 
                                    CMV2000 	 
                                    5.5 x 5.5 	 
                                    USB 3.0 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 2.2 MP Mono Board Level Camera MQ022MG-CM-BRD]	Ximea 2.2 MP Mono Board Level Camera MQ022MG-CM-BRD	 
                                    Monochrome 	 
                                    2048 x 1088 	 
                                    - 	 
                                    180 fps 	 
                                    2/3" 	 
                                    CMOS 	 
                                    Global 	 
                                    CMV2000 	 
                                    5.5 x 5.5 	 
                                    USB 3.0 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 4.2 MP Mono Board Level Camera MQ042MG-CM-BRD]	Ximea 4.2 MP Mono Board Level Camera MQ042MG-CM-BRD	 
                                    Monochrome 	 
                                    2048 x 2048 	 
                                    - 	 
                                    90 fps 	 
                                    1" 	 
                                    CMOS 	 
                                    Global 	 
                                    CMV4000 	 
                                    5.5 x 5.5 	 
                                    USB 3.0 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 4.2 MP Colour Board Level Camera MQ042CG-CM-BRD]	Ximea 4.2 MP Colour Board Level Camera MQ042CG-CM-BRD	 
                                    Colour 	 
                                    2048 x 2048 	 
                                    - 	 
                                    90 fps 	 
                                    1" 	 
                                    CMOS 	 
                                    Global 	 
                                    CMV4000 	 
                                    5.5 x 5.5 	 
                                    USB 3.0 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 4.2MP NIR Board Level Camera MQ042RG-CM-BRD                                                            ]	Ximea 4.2MP NIR Board Level Camera MQ042RG-CM-BRD                                                            	 
                                    NIR 	 
                                    2048 x 2048 	 
                                    - 	 
                                    90 fps 	 
                                    1" 	 
                                    CMOS 	 
                                    Global 	 
                                    CMV4000 	 
                                    5.5 x 5.5 	 
                                    USB 3.0 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 5MP USB2.0 Mono Camera MU9PM-MH ]	Ximea 5MP USB2.0 Mono Camera MU9PM-MH 	 
                                    Monochrome 	 
                                    - 	 
                                    - 	 
                                    6 fps 	 
                                    1/2.5" 	 
                                    CMOS 	 
                                    - 	 
                                    MT9P031I12STM 	 
                                    2.2 x 2.2 	 
                                    USB 2.0 	 
                                    - 	 
                                    - 	
 >	
		
                            [image: CIS Analogue Mono VGA Camera CIS VCC-G20V30]	CIS Analogue Mono VGA Camera CIS VCC-G20V30	 
                                    Monochrome 	 
                                    - 	 
                                    - 	 
                                    60 fps 	 
                                    1/3" 	 
                                    CCD 	 
                                    Global 	 
                                    - 	 
                                    7.4 x 7.4 	 
                                    Analogue 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Baumer High Resolution CMOS 12.5 MP Mono Camera LXG-120M*]	Baumer High Resolution CMOS 12.5 MP Mono Camera LXG-120M*	 
                                    Monochrome 	 
                                    4096 x 3072 	 
                                    - 	 
                                    19 fps 	 
                                    APS-C 	 
                                    CMOS 	 
                                    Global 	 
                                    CMV12000 	 
                                    5.5 x 5.5 	 
                                    Dual GigE 	 
                                    40 	 
                                    M58 	
 >	
		
                            [image: Baumer High Resolution CMOS 20 MP Mono Camera LXG-200M*]	Baumer High Resolution CMOS 20 MP Mono Camera LXG-200M*	 
                                    Monochrome 	 
                                    5120 x 3840 	 
                                    - 	 
                                    12 fps 	 
                                    35mm 	 
                                    CMOS 	 
                                    Global 	 
                                    CMV20000 	 
                                    6.4 x 6.4 	 
                                    Dual GigE 	 
                                    40 	 
                                    M58 	
 >	
		
                            [image: Ximea 2.8 MP Monochrome CCD Camera MD028MU-SY  ]	Ximea 2.8 MP Monochrome CCD Camera MD028MU-SY  	 
                                    Monochrome 	 
                                    1940 x 1460 	 
                                    - 	 
                                    57 fps 	 
                                    11mm 	 
                                    CCD 	 
                                    Global 	 
                                    SONY ICX674 AQG 	 
                                    8.8 x 6.6 	 
                                    USB 3.0 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 2.8 MP Colour CCD Camera MD028CU-SY  ]	Ximea 2.8 MP Colour CCD Camera MD028CU-SY  	 
                                    Colour 	 
                                    1940 x 1460 	 
                                    - 	 
                                    57 fps 	 
                                    11mm 	 
                                    CCD 	 
                                    Global 	 
                                    SONY ICX674 ALG 	 
                                    8.8 x 6.6 	 
                                    USB 3.0 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 6.1 MP Monochrome CCD Camera MD061MU-SY  ]	Ximea 6.1 MP Monochrome CCD Camera MD061MU-SY  	 
                                    Monochrome 	 
                                    2758 x 2208 	 
                                    - 	 
                                    28 fps 	 
                                    16mm 	 
                                    CCD 	 
                                    Global 	 
                                    SONY ICX694 AQG 	 
                                    12.5 x 10 	 
                                    USB 3.0 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 6.1 MP Colour CCD Camera MD061CU-SY  ]	Ximea 6.1 MP Colour CCD Camera MD061CU-SY  	 
                                    Colour 	 
                                    2758 x 2208 	 
                                    - 	 
                                    28 fps 	 
                                    16mm 	 
                                    CCD 	 
                                    Global 	 
                                    SONY ICX694 ALG 	 
                                    12.5 x 10 	 
                                    USB 3.0 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 9.1 MP Monochrome CCD Camera MD091MU-SY  ]	Ximea 9.1 MP Monochrome CCD Camera MD091MU-SY  	 
                                    Monochrome 	 
                                    3380 x 2704 	 
                                    - 	 
                                    20 fps 	 
                                    16mm 	 
                                    CCD 	 
                                    Global 	 
                                    SONY ICX814 ALG 	 
                                    12.5 x 10 	 
                                    USB 3.0 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 9.1 MP Colour CCD Camera MD091CU-SY  ]	Ximea 9.1 MP Colour CCD Camera MD091CU-SY  	 
                                    Colour 	 
                                    3380 x 2704 	 
                                    - 	 
                                    20 fps 	 
                                    16mm 	 
                                    CCD 	 
                                    Global 	 
                                    SONY ICX814 AQG 	 
                                    12.5 x 10 	 
                                    USB 3.0 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 12 MP Monochrome CCD Camera MD120MU-SY  ]	Ximea 12 MP Monochrome CCD Camera MD120MU-SY  	 
                                    Monochrome 	 
                                    4242 x 2830 	 
                                    - 	 
                                    15 fps 	 
                                    16mm 	 
                                    CCD 	 
                                    Global 	 
                                    SONY ICX834 ALG 	 
                                    13.2 x 8.8 	 
                                    USB 3.0 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 12 MP Colour CCD Camera MD120CU-SY]	Ximea 12 MP Colour CCD Camera MD120CU-SY	 
                                    Colour 	 
                                    4242 x 2830 	 
                                    - 	 
                                    15 fps 	 
                                    16mm 	 
                                    CCD 	 
                                    Global 	 
                                    SONY ICX834 AQG 	 
                                    13.2 x 8.8 	 
                                    USB 3.0 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Baumer 0.3MP Camera VCXG-02M GigE]	Baumer 0.3MP Camera VCXG-02M GigE	 
                                    Monochrome 	 
                                    640 x 480 	 
                                    - 	 
                                    595 fps 	 
                                    1/4" 	 
                                    CMOS 	 
                                    Global 	 
                                    ON Semiconductor PYTHON300 	 
                                    4.8 x 4.8 	 
                                    GigE 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 0.3MP Camera VCXG-02C GigE]	Baumer 0.3MP Camera VCXG-02C GigE	 
                                    Colour 	 
                                    640 x 480 	 
                                    - 	 
                                    403 fps 	 
                                    1/4" 	 
                                    CMOS 	 
                                    Global 	 
                                    ON Semiconductor PYTHON300 	 
                                    4.8 x 4.8 	 
                                    GigE 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 2.3MP Camera VCXG-23M GigE]	Baumer 2.3MP Camera VCXG-23M GigE	 
                                    Monochrome 	 
                                    1920 x 1200 	 
                                    - 	 
                                    81 fps 	 
                                    1/1.2" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX174 	 
                                    5.86 x 5.86 	 
                                    GigE 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer USB 3.0 Camera VCXU-51M]	Baumer USB 3.0 Camera VCXU-51M	 
                                    Monochrome 	 
                                    2448 x 2048 	 
                                    - 	 
                                    35 fps 	 
                                    2/3" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX264 	 
                                    3.45 x 3.45 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Ximea 3.1 MP Colour CMOS Board Level Camera MC031CG-SY]	Ximea 3.1 MP Colour CMOS Board Level Camera MC031CG-SY	 
                                    Colour 	 
                                    2064 x 1544 	 
                                    - 	 
                                    122 fps 	 
                                    1/1.8" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX252 	 
                                    3.45 x 3.45 	 
                                    USB 3.1 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 5 MP Mono CMOS Board Level Camera MC050MG-SY]	Ximea 5 MP Mono CMOS Board Level Camera MC050MG-SY	 
                                    Monochrome 	 
                                    2464 x 2056 	 
                                    - 	 
                                    76 fps 	 
                                    2/3" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX250 	 
                                    3.45 x 3.45 	 
                                    USB 3.1 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 5 MP Colour CMOS Board Level Camera MC050CG-SY]	Ximea 5 MP Colour CMOS Board Level Camera MC050CG-SY	 
                                    Colour 	 
                                    2464 x 2056 	 
                                    - 	 
                                    76 fps 	 
                                    2/3" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX250 	 
                                    3.45 x 3.45 	 
                                    USB 3.1 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 8.9 MP Colour CMOS Board Level Camera MC089CG-SY]	Ximea 8.9 MP Colour CMOS Board Level Camera MC089CG-SY	 
                                    Colour 	 
                                    4112 x 2176 	 
                                    - 	 
                                    43 fps 	 
                                    16mm 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX255 	 
                                    3.45 x 3.45 	 
                                    USB 3.1 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 8.9 MP Mono CMOS Board Level Camera MC089MG-SY]	Ximea 8.9 MP Mono CMOS Board Level Camera MC089MG-SY	 
                                    Monochrome 	 
                                    4112 x 2176 	 
                                    - 	 
                                    43 fps 	 
                                    16mm 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX255 	 
                                    3.45 x 3.45 	 
                                    USB 3.1 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 12.4 MP Mono CMOS Board Level Camera MC124MG-SY]	Ximea 12.4 MP Mono CMOS Board Level Camera MC124MG-SY	 
                                    Monochrome 	 
                                    4112 x 3008 	 
                                    - 	 
                                    31 fps 	 
                                    17.6mm 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX253 	 
                                    3.45 x 3.45 	 
                                    USB 3.1 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 12.4 MP Colour CMOS Board Level Camera MC124CG-SY]	Ximea 12.4 MP Colour CMOS Board Level Camera MC124CG-SY	 
                                    Colour 	 
                                    4112 x 3008 	 
                                    - 	 
                                    31 fps 	 
                                    17.6mm 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX253 	 
                                    3.45 x 3.45 	 
                                    USB 3.1 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 1.3 MP NIR Enhanced Camera MQ013RG-ON]	Ximea 1.3 MP NIR Enhanced Camera MQ013RG-ON	 
                                    NIR 	 
                                    1280 x 1024 	 
                                    - 	 
                                    210 fps 	 
                                    1/2" 	 
                                    CMOS 	 
                                    Global 	 
                                    - 	 
                                    4.8 x 4.8 	 
                                    USB 3.0 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Ximea 4.2MP NIR Camera MQ042RG-CM]	Ximea 4.2MP NIR Camera MQ042RG-CM	 
                                    NIR 	 
                                    2048 x 2048 	 
                                    - 	 
                                    90 fps 	 
                                    1" 	 
                                    CMOS 	 
                                    Global 	 
                                    CMV4000 	 
                                    5.5 x 5.5 	 
                                    USB 3.0 	 
                                    - 	 
                                    C 	
 >	
		
                            [image: Baumer 10MP Camera VEXG-100C.R GigE]	Baumer 10MP Camera VEXG-100C.R GigE	 
                                    Colour 	 
                                    3856 x 2764 	 
                                    - 	 
                                    7 fps 	 
                                    1/2.3" 	 
                                    CMOS 	 
                                    Rolling/Global Reset 	 
                                    ON Semiconductor MT9PJ003 	 
                                    1.67 x 1.67 	 
                                    GigE 	 
                                    40 	 
                                    CS 	
 >	
		
                            [image: Baumer 1.5MP Camera VCXG-15C GigE]	Baumer 1.5MP Camera VCXG-15C GigE	 
                                    Colour 	 
                                    1440 x 1080 	 
                                    - 	 
                                    121 fps 	 
                                    1/2.9" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX273 	 
                                    3.45 x 3.45 	 
                                    GigE 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 8.8MP Camera VCXG-91M GigE]	Baumer 8.8MP Camera VCXG-91M GigE	 
                                    Monochrome 	 
                                    4096 x 2160 	 
                                    - 	 
                                    13 fps 	 
                                    1" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX267 	 
                                    3.45 x 3.45 	 
                                    GigE 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 8.8MP Camera VCXG-91C GigE]	Baumer 8.8MP Camera VCXG-91C GigE	 
                                    Colour 	 
                                    4096 x 2160 	 
                                    - 	 
                                    13 fps 	 
                                    1" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX267 	 
                                    3.45 x 3.45 	 
                                    GigE 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 0.4MP Camera VCXU-04M USB 3.0]	Baumer 0.4MP Camera VCXU-04M USB 3.0	 
                                    Monochrome 	 
                                    720 x 540 	 
                                    - 	 
                                    431 fps 	 
                                    1/2.9" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX287 	 
                                    6.9 x 6.9 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 0.4MP Camera VCXU-04C USB 3.0]	Baumer 0.4MP Camera VCXU-04C USB 3.0	 
                                    Colour 	 
                                    720 x 540 	 
                                    - 	 
                                    431 fps 	 
                                    1/2.9" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX287 	 
                                    6.9 x 6.9 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 1.3MP Camera VCXU-13C USB 3.0]	Baumer 1.3MP Camera VCXU-13C USB 3.0	 
                                    Colour 	 
                                    1280 x 1024 	 
                                    - 	 
                                    222 fps 	 
                                    1/2" 	 
                                    CMOS 	 
                                    Global 	 
                                    ON Semiconductor PYTHON1300 	 
                                    4.8 x 4.8 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 1.5MP Camera VCXU-15M USB 3.0]	Baumer 1.5MP Camera VCXU-15M USB 3.0	 
                                    Monochrome 	 
                                    1440 x 1080 	 
                                    - 	 
                                    224 fps 	 
                                    1/2.9" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX273 	 
                                    3.45 x 3.45 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 2.3MP Camera VCXU-25M USB 3.0]	Baumer 2.3MP Camera VCXU-25M USB 3.0	 
                                    Monochrome 	 
                                    1920 x 1200 	 
                                    - 	 
                                    167 fps 	 
                                    2/3" 	 
                                    CMOS 	 
                                    Global 	 
                                    ON Semiconductor PYTHON2000 	 
                                    4.8 x 4.8 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 5.3MP Camera VCXU-53C USB 3.0]	Baumer 5.3MP Camera VCXU-53C USB 3.0	 
                                    Colour 	 
                                    2592 x 2048 	 
                                    - 	 
                                    73 fps 	 
                                    1" 	 
                                    CMOS 	 
                                    Global 	 
                                    ON Semiconductor PYTHON5000 	 
                                    4.8 x 4.8 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 8.8MP Camera VCXU-90M USB 3.0]	Baumer 8.8MP Camera VCXU-90M USB 3.0	 
                                    Monochrome 	 
                                    4096 x 2160 	 
                                    - 	 
                                    41 fps 	 
                                    1" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX255 	 
                                    3.45 x 3.45 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 8.8MP Camera VCXU-90C USB 3.0]	Baumer 8.8MP Camera VCXU-90C USB 3.0	 
                                    Colour 	 
                                    4096 x 2160 	 
                                    - 	 
                                    41 fps 	 
                                    1" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX255 	 
                                    3.45 x 3.45 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 8.8MP Camera VCXU-91M USB 3.0]	Baumer 8.8MP Camera VCXU-91M USB 3.0	 
                                    Monochrome 	 
                                    4096 x 2160 	 
                                    - 	 
                                    39 fps 	 
                                    1" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX267 	 
                                    3.45 x 3.45 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 8.8MP Camera VCXU-91C USB 3.0]	Baumer 8.8MP Camera VCXU-91C USB 3.0	 
                                    Colour 	 
                                    4096 x 2160 	 
                                    - 	 
                                    39 fps 	 
                                    1" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX267 	 
                                    3.45 x 3.45 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 12.2MP Camera VCXU-124C USB 3.0]	Baumer 12.2MP Camera VCXU-124C USB 3.0	 
                                    Colour 	 
                                    4096 x 3000 	 
                                    - 	 
                                    29 fps 	 
                                    1.1" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX304 	 
                                    3.45 x 3.45 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 12MP Camera VCXU-125M.R USB 3.0]	Baumer 12MP Camera VCXU-125M.R USB 3.0	 
                                    Monochrome 	 
                                    4000 x 3000 	 
                                    - 	 
                                    29 fps 	 
                                    1/1.9" 	 
                                    CMOS 	 
                                    Rolling/Global Reset 	 
                                    SONY IMX226 	 
                                    1.85 x 1.85 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 12MP Camera VCXU.2-123C USB3.0]	Baumer 12MP Camera VCXU.2-123C USB3.0	 
                                    Colour 	 
                                    4096 x 3000 	 
                                    - 	 
                                    31 fps 	 
                                    1.1" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX253 Gen2 	 
                                    3.45 x 3.45 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 12MP Camera VCXU.2-123M USB3.0]	Baumer 12MP Camera VCXU.2-123M USB3.0	 
                                    Monochrome 	 
                                    4096 x 3000 	 
                                    - 	 
                                    31 fps 	 
                                    1.1" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX253 Gen2 	 
                                    3.45 x 3.45 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 1.5MP Camera VCXU.2-15C USB3.0]	Baumer 1.5MP Camera VCXU.2-15C USB3.0	 
                                    Colour 	 
                                    1440 x 1080 	 
                                    - 	 
                                    224 fps 	 
                                    1/2.9" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX273 Gen2 	 
                                    3.45 x 3.45 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 1.5MP Camera VCXU.2-15M USB3.0]	Baumer 1.5MP Camera VCXU.2-15M USB3.0	 
                                    Monochrome 	 
                                    1440 x 1080 	 
                                    - 	 
                                    224 fps 	 
                                    1/2.9" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX273 Gen2 	 
                                    3.45 x 3.45 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 5MP Camera VCXU.2-50C USB3.0]	Baumer 5MP Camera VCXU.2-50C USB3.0	 
                                    Colour 	 
                                    2448 x 2048 	 
                                    - 	 
                                    76 fps 	 
                                    2/3" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX250 Gen2 	 
                                    3.45 x 3.45 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 5MP Camera VCXU.2-50M USB3.0]	Baumer 5MP Camera VCXU.2-50M USB3.0	 
                                    Monochrome 	 
                                    2448 x 2048 	 
                                    - 	 
                                    76 fps 	 
                                    2/3" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX250 Gen2 	 
                                    3.45 x 3.45 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 5MP Camera VCXU.2-51C USB3.0]	Baumer 5MP Camera VCXU.2-51C USB3.0	 
                                    Colour 	 
                                    2448 x 2048 	 
                                    - 	 
                                    35 fps 	 
                                    2/3" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX264 Gen2 	 
                                    3.45 x 3.45 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
		
                            [image: Baumer 5MP Camera VCXU.2-51M USB3.0]	Baumer 5MP Camera VCXU.2-51M USB3.0	 
                                    Monochrome 	 
                                    2448 x 2048 	 
                                    - 	 
                                    35 fps 	 
                                    2/3" 	 
                                    CMOS 	 
                                    Global 	 
                                    SONY IMX264 Gen2 	 
                                    3.45 x 3.45 	 
                                    USB 3.0 	 
                                    40 	 
                                    C 	
 >	
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